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SUMMARY 

An application i s  made of the method of generalized harmonic analysis 
to   the  problem of prediction of stresses  in  airplane-skin  panels due t o  
excitation by j e t  noise. The concepts of the  theory  are reviewed b r i e f ly  
and some of the  significant  parameters  are  evaluated  in  the tests. 
Measurements of s t r e s ses   i n  some panels due t o  random acoustic  excitation 
are  presented and are found t o  be in   general  agreement with  calculated 
resul ts .  

INTRODUCTION 

It i s  well known that   je t   noise  has i n  many instances caused fatigue 
fa i lures  of airplane-skin  panels  in  proximity  to  the  jet-engine  exhaust 
stream. These fa i lures  have been  mainly on the  fuselage  or  the wings, 
depending on the  type of engine  installation. Some configurations  having 
the  engine  exits  relatively far a f t  have also  experienced damage t o  
panels i n   t h e   t a i l  assembly. 

Very  few data  are  available which would permit a designer t o   e s t i -  
mate  dynamic Ztresseg i n  panels exposed t o  a given random excitation. 
As  a resu l t ,  ad hoc .modifications,  such a s  an increase of skin gage 
or  the  addition of st iffeners  ,or  both,  have frequently been  necessary 
after  construction of  the  airplane  in  order  to  al leviate  fatigue problems. 
Thus, there is serious need for  a means of predicting  in  the  design stage 
the dynamic s t resses  of a panel  subjected  to a given random excitation. 

In reference 1, the  techniques of generalized harmonic analysis 
have been applied  to a theoretical  treatment of t h i s  problem, and it 
appears that  these  techniques may afford a re la t ive ly  simple approach 
to   the  problem. Therefore,  the main purpose of the present  paper is 
t o  determine how well  this  type of analysis  applies  in  predicting  panel 
s t resses .  
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Although the  discussion is  mainly  concerned with  the problem of 
jet-noise  excitation,  certain of the   resu l t s  will be shown t o  apply t o  
the  case of propeller-noise  excitation a s  well. 

METHOD OF ANALYSIS 

The concepts  involved in   analysis  of the  panel-response problem 
are   i l lus t ra ted   in   f igure  1, which is a schematic i l l u s t r a t ion  of the 
input-output  relationships  involved. The top  sketch in   f igure  1 repre- 
sents  the spectrum of jet  noise which i s  causing  the  vibration of the 
panel. The second sketch is  the  panel  transfer  function, o r  the  square 
of the  frequency-response  quantity  of  interest  -whether it be displace- 
ment or s t ress .  This transfer  function is  necessmy in   r e l a t ing   t he  
output to   the  input .  The curve m a y  have several  peaks  corresponding 
to  the  various modes of vibration  but,  for  simplicity,  only  the first- 
mode response is  shown.  The bottom  sketch is  the  output-response 
spectrum and i s  the  product  of the input  fhnction and the panel  transfer 
fbnction. If the panel  transfer  function i s  expressed i n  terms of 
s t ress   per   uni t   input ,  as in, this case,  then t h i s  output  curve is  the 
stress-response  spectrum of the  panel. 

A Useful  index of the  overall  response of the  panel i s  the mean- 
square  stress, and this is  the area under the output  curve in   f igure  1. 
For the  case where the  input  function  varies  only  slowly  with  frequency 
and the  panel-response  curve i s  sharp,  reference 1 shows that   the  
expression f o r  the mean-square s t r e s s  8 takes  the silaplified form 

Thus, the  s t ress   in   the  panel  i s  a function of four  parameters, one 
associated w i t h  the  input and three with the  panel  structural  charac- 
t e r i s t i c s .  These parameters  are: (1) w, the  panel  natural  frequency, 
(2) ON(%), the  input  noise  at  the  panel  natural  frequency, ( 3 )  So, 

the   s ta t ic   s t ress   per   uni t   pressure,  and (4)  the  damping of the  panel 
given as percent of c r i t i c a l  damping  and designated as 6. This damping 
factor  6 i s  a neasure of the  sharpness of the  response  curve,  denoted 
e i the r  by i t s  width o r  by i ts  height.  Perhaps  another form of t h i s  
equation,  utilizing  panel  dimensions, i s  of more prac t ica l   in te res t .  
Thus, i f  the  product woSo2 i s  subs t i tu ted   for   in  terms of panel  length 
(or  width) a and panel  thickness t, the  proportionali ty  relation 
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i s  obtained from equation (l), where bN(u+,)] has the dimension of 
root-mean-square  value of acoustic  pressure  per unit band width. The 
l a t t e r  form is  noted t o  apply to   the  root-mean-square s t r e s s .  

RESULTS AND DISCUSSION 

The r e s t  of the  present  paper i s  devoted t o  an evaluation of how 
well  equation (1) and expression ( 2 )  apply to   s t ress   p red ic t ions   in   pane ls  
exposed t o  je t   noise .  To make this  evaluation, some f la t   pane ls  measuring 
11 inches by 13 inches were tested  with a 4-inch a i r   j e t .  

Moise Input 

A typical  spectrum of the  je t   noise  i s  shown i n  figure 2. The 
main reasons for  presenting  these  data  are  to  point  out  again  that,  in 
the  analysis,  only  the  value of the  input  at  the  natural  frequency of 
the  panel i s  of in te res t  and to   indicate   that   these  tes ts   deal   wi th 
overall  noise  levels of approximately 130 decibels. The frequency a t  
which the spectrum i s  a m a x i m u m  w i l l  vary  with  location  in  the  noise 
f i e l d  as  well as with  the  size and velocity of the jet .  Hence, the 
noise from a ful l -scale  engine would probably  be somewhat d i f fe ren t  
from that   for   the example shown in   f igure  2. Therefore, no special  
significance is  attached t o  the  ordinate numbers i n  figure 2 except 
that  they may be useful   in  checking  the method of calculation  of  the 
present  paper. 

Panel  Structural   Characterist ics 

The  means used t o  obtain  the  response and the damping character is t ics  
of the  tes t   panels   are   i l lustrated  in   f igure 3 .  The panels were exposed 
to  the  periodic  noise from a laboratory  siren which could be operated  in 
such a manner as t o  vasy  both  the  fundamental  frequency. of the  noise and 
i ts  intensity.  The siren  output was not  sinusoidal, as would be  desired 
in  the  ideal  case,  but  contained a few harmonics of re la t ive ly  low 
intensity.  This particular  study was concerned  only  with  the  fundamental 
frequency, and the root-mean-square pressure P1 of  t,his component is 
used  as a measure of the  acoustic  input  to  the  panels. To avoid  exci- 
t a t ion  from both  sides, the panels were mounted on a r ig id  chamber which 
was a,coustically  insulated and vented so as t o  minimize the load on the 
back of the  panel. 

A sample frequency-response  curve fo r  a 0.040-inch  aluminum-alloy 
panel is shown  on the   l e f t   s ide  of f igure 3 ,  where the stress 
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amplitude uMAx i n  pounds per'   square  inch is plot ted as a function of 
frequency for  constant  input  pressure PI. The panel i s  seen t o  have a 
very  sharp  response a t  i t s  resonant  frequency. The s l igh t  skewness of 
the curve is bel ieved  to  be due to   nonl inear i t ies  of the system. Experi- 
.mental determination  of  the  unstable  part  of  the curve is  somewhat d i f f i -  
c u l t  and, f o r  that reason, th i s   por t ion  of the curve i s  shown as  a broken 
l i n e .  Because of t h i s   d i f f i cu l ty ,  measurements of  damping  were based on 
the  height of the  response  curves  rather  than on the  width. By definit ion,  

6 i s  equa l   t o   t he   r a t io  - Ost where cst i s  the stress amplitude a t  

zero  frequency. This s t a t i c   s t r e s s  i s  obtained  experimentally by  evacu- 
a t ing   the  chamber to   ob ta in  a s ta t ic   different ia l   pressure  across   the 
panel  corresponding t o  fi times  the  value PI of the dynamic tests. . 

2%Ax 

Values  of damping corresponding to  the  appropriate  input  pressures 
of the tests were determined  with  the aid of figure 3 fo r  the calculations 
of this paper. It should  also be noted that   the  damping values of f ig-  
ure 3 apply d i r e c t l y   t o  the  case  of  pure  frequency  excitation. Hence, 
for  the  case of exci ta t ion by the random spectrum of the  je t ,  some account 
must be taken  of the  effect ive band width  of  the  panel. This band width 
can be shown t o  be  approximately  equal t o  25%. 

By the means just  discussed,  evaluations of the three s t ruc tura l  
parameters  necessasy  for  a  stress  calculation were made. These param- 
eters  are:  the  resonant  frequency w, the  panel damping 6, and the 
s ta t ic   s t ress   per   un i t   p ressure  So, which is  equal t o  ust/@ P1. 

Panel Response 

Before  considering  the measured s t resses  of the  present  tests,  it 
i s  helpful   to   s tudy some of the  quali tative  results.   Chasacterist ic 
t ime  histories of the  response of a  panel  to  both  periodic and random 
excitations  are shown in   f i gu re  4. A t  the  top of the  figure is  shown 
the  panel  response t o  a  periodic excitation which i n  t h i s  case is  the 
noise from a siren.  It can  be  seen tha t  the  panel  response is  uniform 
and has a definite  frequency which i n   t h i s  case  corresponds t o  the 
fundamental  frequency of the  periodic  input  function. 

A t  the  bottom of figure 4 is shown the panel  response t o  a random 
exci ta t ion which i n  this case is  the  noise from the  4-inch a i r  jet .  
Again, the  panel  response  has a definite  frequency  but,  in t h i s  case, 
it is  the first-mode  resonant  frequency of the  panel. It w i l l  also be 
noted tha t  pronounced beats are apparent i n   t h e  response. This type  of 
response is  character is t ic  of a  sharply  tuned  system  with low damping 
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and i s  an -le justif ication  for  studying  only the first-mode  response 
character is t ic ,  as has been done in   these   t es t s .  

The resu l t s  of the s i r e n   t e s t s  of figures 3 and 4 would apply 
directly  to  the  case of excitation by propeller  noise;   for this  case, 
the  panel would respond  mainly to  that  noise  frequency  at  or  near i t s  
first mode of vibration. Because of the sharp  panel-response  curve, 
it can be anticipated that a small change in   the  propel ler   rotat ional  
speed would markedly change the  panel  stresses even  though the  noise- 
input  level was unchanged. 

COMPAXISON OF THMlRY AND EXPERlMENT 

Some stress  calculations by the simplified  equation,  equation (l), 
given in  the  analysis  section of the  paper have been made by using  the 
values of So, oo, and 6 determined i n   t h e  experiments. I n  figures 5 
and 6 these  calculations  are compared with measured stresses  obtained 
when the  panels were placed i n  the near-noise  field of the  &inch air 
jet .   Figure 5 gives  the  results  obtained from a 0.040-inch panel  located 
at   var ious  axial  and radial   distances from the   j e t .   In  the p lo t  on the 
lower left-hand side of figure 5 ,  st ress   data   are  shown as a function 
of x/D, where x i s  the axial distance from the  nozzle to   the  center  
of the  panel and D i s  the  jet  diameter. The radial   distance d i s  
held  constant at 1.75 diameters. It can be  seen from t h i s  figure that 
the  theory and experiment are   in   very good agreement.  Likewise, good 
agreement i s  indicated  in  the  plot  on the lower right-hand  side of fig- 
ure 5 ,  where radial   distance w a s  varied and the axial distance held 
constant at 6.4 diameters. 

Figure 2 indicated  that   the  overall   noise  levels  for  these  tests 
were in   the  range of  130 decibels.  Since  jet-engine  noise  levels may 
be of the order of 150 decibels  or  perhaps even  higher, it can be 
anticipated  that  the associated stresses w i l l  be considerably  higher 
than  those measured in   the   p resent   t es t s .  If the asswnption i s  made 
that   the  shape  of the spectrum from an engine is  the same as tha t  from 
the  &inch air je t  used i n  these tests, then an increase of 20 decibels 
in   the  overal l   noise   level  would resu l t   in   an   increase   in   the   roo t -  
mean-square s t resses  by a factor  of approximately 10. 

Figure 6 gives  results for  the  case where panel thickness i s  varied 
and input  pressure i s  held  constant. The root-mean-square s t r e s s  i s  
plotted as a f’unction of panel  thickness  for a range of thickness 
from 0.020 inch  to, 0.081 inch. The panel  natural  frequencies  ranged 
from 78 cycles  per second for  the 0.020-inch thickness  to 250 cycles 
per second for  the 0.081-inch thickness. According t o  expression (21, 



s t r e s s  should vary inversely as the   thickness   to  the 3/2 power, as i s  
indicated by the dashed  curve. The measured points  tend t o  bear out 
t h i s   r e l a t ion  fairly well. 

From the good agreement  between theory and experiment shown i n  fig- 
ures 5 and 6 ,  it can be concluded that   the  method of generalized harmonic 
analysis i s  par t icular ly   wel l   sui ted t o  t h i s  problem and that  equation (1) 
applies w e l l  f o r  the  con&itions of these  tes ts .  

CONCLUDING REMARKS 

Some preliminary measurements of the  response of aircraft-skin 
panels  to a random acoustic  excitation have been presented and were 
found t o  be in   general  agreement with  the  results of an approximate 
analysis. These panels were noted  to  have'very low  damping and t o  
vibrate  mainly  in  their  first modes i n  response t o  a random-noise input. 
Root-mean-square s t resses  were noted t o  be proportional  to  the sound 
pressure  per  unit band width a t  the  natural  frequency of the  panel and 
were higher  for  panels of less  thickness.  

Langley Aeronautical  Laboratory, 
National Advisory Camittee  for  Aeronautics, 

Langley Field, Va. ,  April 28, 1955. 
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PANEL  EXCITATION BY JET NOISE 
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PANEL DYNAMIC CHARACTERISTICS 
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COMPARISON OF THEORY AND EXPERIMENT 
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Figure 5 
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